


















ALPHA FIX Terminal Blocks
Accessories for 8WH Terminal Blocks

Mounting accessories

16/12 Siemens ET A1 · 10/2008
* You can order this quantity or a multiple thereof.

16

Plug-in zone connectors, for isolating terminals

Versions

8WH9 040-0DB04

• Isolating plugs
- Orange

C 8WH9 040-0DB04 1 50 044

8WH9 020-8AB00

• Through-type connectors
- Gray
- Imax: 16 A

C 8WH9 020-8AB00 1 50 044

8WH9 040-3AB08

• Fused connectors
- Black
- Imax: 6.3 A
- Labeling plates offer facility for inscription, flat, for terminal width 

6.2 mm
- G fuses 5 x 20 mm

Versions

- With LED display for 12 to 30 V, 1 ... 2.5 mA C 8WH9 040-3AB08 1 10 044
- With LED display for 30 to 60 V, 0.8 ... 2.0 mA C 8WH9 040-3BB08 1 10 044
- With LED display for 110 to 250 V, 0.5 ... 2.5 mA C 8WH9 040-3CB08 1 10 044
- Without LED display C 8WH9 040-3DB08 1 10 044

Note

- G fuse holders must be selected according to the max. power 
loss (heat dissipation) of the G fuse links. Depending on the ap-
plication and installation method, the heating conditions must be 
tested in enclosed fuse holders.

- Higher ambient temperatures add to the load of the fuse links. In 
this case, take the offset of the rated current into account.

8WH9 040-0BB00

• Component connectors
- Imax: 6 A, depending on the power loss of the components, max. 

1 W with single arrangement
- Labeling plates offer facility for inscription, flat, for terminal width 

5.2 mm

C 8WH9 040-0BB00 1 10 044

Version DT Order No. Price 
per PU

PU PS*/
P. unit

PG

Unit(s) Unit(s)
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ALPHA FIX PRINT
printer labeling systems
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■ Overview

With ALPHA FIX PRINT, the inscription of plastic signs for the mark-
ing of terminals is as simple as normal printing.
Cutting edge UV technology makes ALPHA FIX PRINT an environ-
mentally friendly high-speed printer. Printing of up to 10,000 signs 
per hour without the emission of solvents. The marking is instantly 
smudge-proof and can be used immediately.

The simple and time-saving operation is supported by the automatic 
material feed.
ALPHA FIX PRINT is network-capable over Ethernet and also sup-
ports wireless control using Bluetooth.
Simply connect, insert the standardized UniCard marker cards in the 
tray - and you're off!

■ Selection and ordering data

Version DT Order No. Price 
per PU

PU PS*/
P. unit

PG

Unit(s) Unit(s)

8WH9 060-6AA08

ALPHA FIX PRINT printers X 8WH9 060-6AA08 1 1 044
• 100 ... 240 V AC
• 480 mm × 540 mm × 335 mm

8WH9 060-6BA08

Fluid cartridges for ALPHA FIX PRINT printers X 8WH9 060-6BA08 1 1 044
Black

8WH9 060-6CA00

UV lamps for ALPHA FIX PRINT printers X 8WH9 060-6CA00 1 1 044

8WH8 202-2DA05

Labeling plates, for labeling 8WA terminal blocks using the 
ALPHA FIX PRINT printer 

C 8WH8 202-2DA05 100 560 044

5 x 7 mm
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16/14 Siemens ET A1 · 10/2008
* You can order this quantity or a multiple thereof.

16

■ Selection and ordering data

Version DT Order No. Price 
per PU

PU PS*/
P. unit

PG

Unit(s) Unit(s)

Plotters 
For the individual inscription of labeling plates for terminal blocks

Available from:

murrplastik
Systemtechnik GmbH
Fabrikstraße 10
D-71570 Oppenweiler
Phone +49 (0) 7191 / 4 82 0
Fax +49 (0) 7191 / 4 82 28 0
E-Mail info@murrplastik.de

8WA8 850-2AY

Labeling plates, for plotter inscription
1 frame = 68 labels

Versions

• For 8WA1 and 8WA2, individually removable
- 5 × 7, white A 8WA8 850-2AY 100 1020 041
- 5 × 10, white

not for two-tier terminals (bottom level);
flat terminals: 8WA1 010-1PQ00, 8WA1 808

A 8WA8 851-2AY 100 1020 041

• Use individually for 8WA1, or together in grid for 8WA2, terminal 
size 2.5 mm²
- 5 × 10

C 8WA8 854-2AY 100 1260 041

• For 8WA2 from terminal size 4 mm²
- 6 × 7 C 8WA8 853-2AY 100 1080 041
- 6 × 10 C 8WA8 855-2AY 100 1080 041

Note

These labeling plates can only be printed using the plotter.

Labeling plates, for individual wires Available from:

murrplastik
Systemtechnik GmbH
Fabrikstraße 10
D-71570 Oppenweiler
Phone +49 (0) 7191 / 4 82 0
Fax +49 (0) 7191 / 4 82 28 0
E-Mail info@murrplastik.de

Versions

• 4 × 12, white
• 4 × 18, white

3TX4 210-0R

Device labels D 3TX4 210-0R 100 380 101
• 1 frame = 20 labels
• 20 × 9 
• White

Note

These labeling plates can only be printed using the plotter.
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Standard labeling systems
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■ Selection and ordering data

Version DT Order No. Price 
per PU

PU PS*/
P. unit

PG

Unit(s) Unit(s)

Labeling plates, for manual inscription
• Not suitable for plotting
• Blank

Versions

• Label size 5 mm x 7 mm A 8WA8 848-2AY 100 100 041
• Label size 5 mm x 10 mm C 8WA8 800-2AY 100 100 041

Note

These labeling plates are not suitable for printing with the ALPHA 
FIX PRINT printer or a plotter.

Horizontal inscription 
(8WA8 860-0AA)

Vertical inscription 
(8WA8 861-0AA)

Labeling plates, type 860/861
• Label size 5 mm x 7 mm 
• Font height 2 mm 
• Grid size: 6.2 mm 

Versions

• Horizontal inscription C 8WA8 860-@@@ 100 200 041
• Vertical inscription C 8WA8 861-@@@ 100 200 041

Inscriptions >>>

• 1…5 (40x) 0BA
• 6…10 (40x) 0BB
• 11…15 (40x) 0BC

• 16…20 (40x) 0BD
• 21…25 (40x) 0BE
• 26…30 (40x) 0BF

• 31…35 (40x) 0BG
• 36…40 (40x) 0BH
• 41…45 (40x) 0BJ

• 46…50 (40x) 0BK
• 51…55 (40x) 0BL
• 56…60 (40x) 0BM

• 61…65 (40x) 0BN
• 66…70 (40x) 0BP
• 71…75 (40x) 0BQ

• 76…80 (40x) 0BR
• 81…85 (40x) 0BS
• 86…90 (40x) 0BT

• 91…95 (40x) 0BU
• 96…100 (40x) 0BV
• 1…20 (10x) 0AB

• 1…40 (5x) 0AC
• 41…100 (3x) 0AD
• 101…200 (2x) 0AF

• 201…300 (2x) 0AG
• 1…9, blank (20x) 0AA
• 1…100 (2x) 0AE

• A, B…T (10x) 1AA
• U, V, W, X, Y, Z (30x) +, - (10x) 1AB
• L1, L2, L3, N, PE (40x) 1AC
• U1, V1, W1, U2, V2, W2, (30x); blank (20x) 1AD
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Horizontal inscription 
(8WA8 847-0AA)

Vertical inscription
(8WA8 848-0AA)

Labeling plates, type 847/848
• Label size 5 mm x 7 mm 
• Font height 2 mm 
• Grid size: 6.2 mm 

Versions

• Horizontal inscription C 8WA8 847-@@@ 100 100 041
• Vertical inscription C 8WA8 848-@@@ 100 100 041

Inscriptions >>>

• F1 (100x) N 2AK
• F2 (100x) N 2AL
• F3 (100x) N 2AM

• L1 (100x) 2AC
• L2 (100x) 2AD
• L3 (100x) 2AE

• N (100x) 1AR
• MP (100x) 2AB
• PE (100x) 2AH

• L+ (100x) 2AF
• L- (100x) 2AG
• Green-yellow (100x) 2BA

• Blue (100x) 2BC
• PEN (100x) 2AJ
• Ground symbol (100x) 2AA

• E (100x) 1AS
• F (100x) 1AL
• N (100x) 1AR

• X (100x) 1AG
• Y (100x) 1AH

Labeling plates, 
customized inscription
• Label size 5 mm x 7 mm 
• Font height 2 mm 
• Grid size: 6.2 mm 
• Specify required inscription in plain text

Versions

• Horizontal inscription D 8WA8 847-0XA 100 100 041
• Vertical inscription X 8WA8 848-0XA 100 100 041

8WA1 806

End labeling plates 
• 21 × 42 mm
• Paper label, inscription possible, with transparent cover
• Suitable for 8WA1 805, 8WA1 808 and 8WA2 808 end retainers

C 8WA1 806 1 50 041

8WA2 838
Group labels C 8WA2 838 1 50 041
• White
• For 8WA2 terminals for plugging onto retaining plates or

insulation plates 
• L = 100 mm 

8WA8 846-2AY

Labeling plates, for cables C 8WA8 846-2AY 100 1000 041

8WA8 826-0AA

Terminal strip labeling plates
Suitable for 8WA1 808 and 8WA2 808 end retainers

Versions

• Printed with "X1" C 8WA8 826-0AA 100 100 041
• Printed with "X2" C 8WA8 826-0AB 100 100 041
• Printed with "X3" C 8WA8 826-0AC 100 100 041
• Blank B 3TX4 210-0H 100 100 101

Version DT Order No. Price 
per PU

PU PS*/
P. unit

PG

Unit(s) Unit(s)
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Standard labeling systems
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■ Selection and ordering data

8WA2 850

Label holders
For 8WA2 terminals for insertion into test opening

C 8WA2 850 1 50 041

Version DT Order No. Price 
per PU

PU PS*/
P. unit

PG

Unit(s) Unit(s)

Version DT Order No. Price 
per PU

PU PS*/
P. unit

PG

Unit(s) Unit(s)

8WA2 808

End retainers
• Light gray
• Mounting width 9 mm
• Terminal height 31 mm
• Terminal length 67 mm
• Suitable for 

- 8WA1 806 end labeling plate or 
- 8WA8 826-0A terminal strip labeling plate or 
- 3TX4 210-0H device label or 
- four 8WA8 ... labels

• Can also be used for neutral busbar 10 × 3 mm (8WA2 826) as re-
tainer with the corresponding 8WA2 837 part

A 8WA2 808 1 50 041

8WA1 808

End retainers, with screw fixing
• Mounting width 10 mm
• Suitable for 8WA1 806 end labeling plate or 8WA8 826-0A terminal 

strip labeling plate or 3TX4 210-0H device labeling plate or four 
8WA8 8 . . labels.

A 8WA1 808 1 50 041

8WA1 805

End retainers, steel
• Mounting width 10.3 mm
• Suitable for 8WA1 806 end labeling plates

A 8WA1 805 1 50 041

Note

An 8WA1 820 barrier must be inserted if using end retainers 
against an 8WA1 89. link rail (size 2.5).

5ST1 141

Standard mounting rails

Versions

• Perforated
- EN 50022-35 × 7.5
- 2 m long, 1 mm thick,
- Steel, sendzimir-galvanized

B 5ST1 145 1 20 027

• Non-perforated B 5ST1 141 1 20 027

• Non-perforated, copper
- EN 50022-35 × 15
- 2 m long, 2.3 mm thick,

C 8WA7 551 1 1 041

• Non-perforated, steel, galvanized, chromated
- Similar to EN 50022-35 × 15
- 2 m long, 1.5 mm thick,

B 5ST1 142 1 10 027

8WA1 868

Test plugs
• For 8WA1 and 8WA2 terminals with 2.3 mm ø hole or 8WA1 854, 

8WA1 884 test sockets
• Uninterrupted current 10 A

Versions

• Red D 8WA1 868 1 10 041
• Blue A 8WA1 870 1 10 041

Mounting accessories

��

��
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8WA1 884

Test sockets
• ø 2.3 mm
• With matching spacer sleeve for link rails, terminal sizes 2.5 and 

4 mm², two-tier terminals, rear level, terminal size 6 mm²
• Uninterrupted current 10 A

Versions

• Test socket D 8WA1 884 1 100 041
• Spacer sleeves X 8WA1 822-7VH11 1 100 041

Note

The test socket must be used with a spacer sleeve.

8WA1 871

Reduction plugs D 8WA1 871 1 10 041
• For 8WA1 and 8WA2 terminals with 2.3 mm ø hole or 8WA1 854, 

8WA1 884 test sockets
• Uninterrupted current 10 A
• With 4 mm Ø hole

8WA7 53

Spacer brackets
For raised mounting of terminal strips

C 8WA7 53 1 50 041

8WA7 52

Spacers
• With 5.5 mm hole
• For raised mounting of terminal strips

C 8WA7 52 1 100 041

8WA7 46

Mounting brackets
For support rails

C 8WA7 46 1 10 041

8WA1 857

Insulation carriers
For insulated mounting of support rails onto plates, frame profiles 
and standard mounting rails EN 50022-35

D 8WA1 857 1 20 041

8WA2 803

Screwdrivers, for 8WA2
• Green
• Approx. 175 mm long

Versions

• Up to terminal size 6 mm²
- 3.5 mm × 0.5 mm C 8WA2 803 1 1 041
- 3.5 mm × 0.5 mm, partially insulated C 8WA2 880 1 1 041

Version DT Order No. Price 
per PU

PU PS*/
P. unit

PG

Unit(s) Unit(s)
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