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■ Selection and ordering data

Version DT Order No. Price 
per PU

PU PS*/
P. unit

PG

Unit(s) Unit(s)

Terminal size 1.5 mm²

8WH3 020-0AE00

Two-tier terminals, terminal size 1.5 mm²
• Terminal width 5.2 mm
• CUUS
• Supply data

- Rigid, 0.25 ... 1.5 mm²
- Flexible, 0.25 ... 1.5
- AWG 24-16
- I = 17.5 A
- U = 500 V

• EN 50019
- Rigid, 0.25 ... 1.5 mm²
- Flexible, 0.25 ... 1.5
- AWG 24-16
- I = 15 A
- U = 420 V

• More information under Technical specifications

Versions

• Gray C 8WH3 020-0AE00 1 50 044
• Blue C 8WH3 020-0AE01 1 50 044

Accessories Section Page

• Compartment partitions, for terminal size 
1.5 mm²

Accessories 15/25 C 8WH9 070-0MA00 100 50 044

• Lateral mounting test plugs, for terminal width 
5.2 mm

Accessories 15/25 C 8WH9 010-0EB02 1 10 044

• Covers, for terminal size 1.5 mm² Accessories 15/25 C 8WH9 001-1BA00 100 50 044

8WH3 020-5AE00

8WH3 020-5AE00

Two-tier terminals, terminal size 1.5 mm², with diode
• Gray
• Terminal width 5.2 mm
• CUUS
• Supply data

- Rigid, 0.25 ... 1.5 mm²
- Flexible, 0.25 ... 1.5
- AWG 24-16
- I = 17.5 A
- U = 500 V

• More information under Technical specifications

C 8WH3 020-5AE00 1 50 044

Accessories Section Page

• Compartm. partitions, for terminal size 1.5 mm² Accessories 15/25 C 8WH9 070-0MA00 100 50 044
• Lateral mounting test plugs, for terminal width 

5.2 mm
Accessories 15/25 C 8WH9 010-0EB02 1 10 044

• Covers, for terminal size 1.5 mm² Accessories 15/25 C 8WH9 001-1BA00 100 50 044

8WH3 020-0CE07

8WH3 020-0CE07

PE two-tier terminals, terminal size 1.5 mm²
• Green-yellow
• Terminal width 5.2 mm
• CUUS
• Supply data

- Rigid, 0.25 ... 1.5 mm²
- Flexible, 0.25 ... 1.5
- AWG 24-16

• EN 50019
- Rigid, 0.25 ... 1.5 mm²
- Flexible, 0.25 ... 1.5
- AWG 24-16

• More information under Technical specifications

C 8WH3 020-0CE07 1 50 044

Accessories Section Page

• Compartm. partitions, for terminal size 1.5 mm² Accessories 15/25 C 8WH9 070-0MA00 100 50 044
• Lateral mounting test plugs, for terminal width 

5.2 mm
Accessories 15/25 C 8WH9 010-0EB02 1 10 044

• Covers, for terminal size 1.5 mm² Accessories 15/25 C 8WH9 001-1BA00 100 50 044

Accessories

8WH9 070-0MA00

Compartment partitions, for terminal size 1.5 mm² C 8WH9 070-0MA00 100 50 044

Lateral mounting test plugs, for terminal width 5.2 mm C 8WH9 010-0EB02 1 10 044

8WH9 001-1BA00

Covers, for terminal size 1.5 mm² C 8WH9 001-1BA00 100 50 044

I2_12737

I2_12738
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■ Overview

Through-type terminals with isolating capability are the most 
commonly used terminal types in instrumentation and control. 
The isolating and isolating blade terminals with insulation dis-
placement terminals have a mounting width of 6.2 mm and a 
current load rating of 16 A. A special feature of both terminal 
types is their three bridge slots. Two in the same position as that 
of the insulation displacement and spring-loaded terminal series 
and an additional slot on the other side of the isolating point.

The isolating blade terminal for terminal size 2.5 mm² has an in-
tegrated blade; the isolating terminal for terminal size 2.5 mm² 
can accommodate through-type connectors, isolating plugs, 
component connectors and fused connectors.

The isolating blade is secured to the terminal so that it cannot be 
lost.

■ Technical specifications

8WH3 000-6CF00 
8WH3 000-6CF01

Dimensions

• Width / length / width of cover in mm 6.2 / 82.5 / 2.2

• Height (TS 35/7.5 / TS 35/15) in mm 42.8 / 50.3

Technical specifications acc. to IEC/DIN VDE

• Max. load current in A / cross-section in mm² 16 / 2.5

• Rated impulse withstand voltage in kV / pollution degree 6 / 3

• Overvoltage category / insulating group III / I

Conductor cross-section according to DIN VDE 0295

• Core insulation PVC / PE (other insulation types on request)

• Solid / stranded / finely stranded 
H05V-U/R/K // H07V-U/R/K in mm²

0.5 ... 1.0 // 1.5 ... 2.5

• Halogen-free 
H05Z-U/R/K // H07Z-U/R/K in mm²

0.5 ... 1.0 // 1.5 ... 2.5

• Finely stranded / very finely stranded

- (Strand ∅ ≥ 0.1 mm) in mm² --

- (Strand ∅ ≥ 0.19 mm) AWG 20-14

Number of circuits

• At least 100-times the same cross-section in mm² 0.5 ... 2.5

Insulation type PA

• Flammability class acc. to UL 94 V0

Approval data (UL/CUL and CSA)

• Rated voltage / current / cable sizes

- UL/CUL: in V/A / AWG Applied for

- CSA: in V/A / AWG Applied for
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■ Selection and ordering data

Version DT Order No. Price 
per PU

PU PS*/
P. unit

PG

Unit(s) Unit(s)

Terminal size 2.5 mm²

8WH3 000-6CF00

Isolating blade terminals, terminal size 2.5 mm²
• Terminal width 6.2 mm
• Supply data

- Rigid, 0.5 ... 2.5 mm²
- Flexible, 0.5 ... 2.5 mm²
- AWG 20-14
- I = 16 A
- U = 400 V

• More information under Technical specifications

Versions

• Gray C 8WH3 000-6CF00 1 50 044
• Blue C 8WH3 000-6CF01 1 50 044

Accessories Section Page

• Compartment partitions, for terminal sizes 
1.5 to 2.5 mm² and three clamping points

Accessories 15/27 C 8WH9 070-0KA00 100 50 044

• Lateral mounting test plugs, for terminal size 
6.2 mm² 

Accessories 15/27 C 8WH9 010-0FB02 1 10 044

• Covers, for terminal size 2.5 mm² and three 
clamping points

Accessories 15/27 C 8WH9 000-2AA00 100 50 044

• Cover segments, for terminal size 2.5 mm² and 
three or four clamping points

Accessories 15/27 C 8WH9 000-0AA00 100 50 044

Accessories
Compartment partitions, for terminal sizes 1.5 to 2.5 mm² and 
three clamping points

C 8WH9 070-0KA00 100 50 044

Lateral mounting test plugs, for terminal size 6.2 mm² C 8WH9 010-0EB02 1 10 044

Covers, for terminal size 2.5 mm² and three clamping points C 8WH9 000-2AA00 100 50 044

Cover segments, for terminal size 2.5 mm² and three or four 
clamping points

C 8WH9 000-0AA00 100 50 044
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■ Technical specifications

■ Selection and ordering data

8WH3 000-6AE00 8WH3 000-6AF00

Dimensions

• Width / length / width of cover in mm 5.2 / 76.4 / 2.2 6.2 / 82.5 / 2.2

• Height (TS 35/7.5 / TS 35/15) in mm 39.3 / 46.8 42.8 / 50.3

Technical specifications acc. to IEC/DIN VDE

• Max. load current in A / cross-section in mm² 16 / 1.5 16 / 2.5

• Rated impulse withstand voltage in kV / pollution degree 6 / 3

• Overvoltage category / insulating group III / I

Conductor cross-section according to DIN VDE 0295

• Core insulation PVC / PE (other insulation types on request)

• Solid / stranded / finely stranded H05V-U/R/K // H07V-U/R/K in mm² 0.5 ... 1.0 // 1.5 0.5 ... 1.0 // 1.5 ... 2.5

• Halogen-free H05Z-U/R/K // H07Z-U/R/K in mm² 0.5 ... 1.0 // 1.5 0.5 ... 1.0 // 1.5 ... 2.5

• Finely stranded / very finely stranded

- (Strand ∅ ≥ 0.1 mm) in mm² 0.25 ... 0.34 --

- (Strand ∅ ≥ 0.19 mm) AWG 24-16 20-14

Number of circuits

• At least 100-times the same cross-section in mm² 0.25 ... 1.5 0.5 ... 2.5

Insulation type PA

• Flammability class acc. to UL 94 V0

Approval data (UL/CUL and CSA)

• Rated voltage / current / cable sizes

- UL/CUL: in V/A / AWG 600 / 10 / 24-16 Applied for

- CSA: in V/A / AWG 600 / 10 / 24-16 Applied for

Version DT Order No. Price 
per PU

PU PS*/
P. unit

PG

Unit(s) Unit(s)

Terminal size 1.5 mm²

8WH3 000-6AE00

8WH3 000-6AE00

Isolating terminals, terminal size 1.5 mm²
• Gray
• Terminal width 5.2 mm
• CUUS
• Supply data

- Rigid, 0.25 ... 1.5 mm²
- Flexible, 0.25 ... 1.5 mm²
- AWG 24-16
- I = 16 A
- U = 400 V
- Current and voltage are determined by the fitted plug

• More information under Technical specifications

C 8WH3 000-6AE00 1 50 044

Accessories Section Page

• Compartment partitions, for terminal sizes 
1.5 to 2.5 mm² and three clamping points

Accessories 15/29 C 8WH9 070-0KA00 100 50 044

• Lateral mounting test plugs, for terminal width 
5.2 mm

Accessories 15/29 C 8WH9 010-0EB02 1 10 044

• Covers, for terminal size 1.5 mm² and three 
clamping points

Accessories 15/29 C 8WH9 001-2AA00 100 50 044

• Cover segments, for terminal size 1.5 mm² and 
three or four clamping points

Accessories 15/29 C 8WH9 001-0AA00 100 50 044

• Plug-in zone connectors
- Isolating plugs Accessories 15/30 C 8WH9 040-0DB04 1 50 044
- Through-type connectors Accessories 15/30 C 8WH9 020-8AB00 1 50 044
- Fused connectors, without LED display Accessories 15/30 C 8WH9 040-3DB08 1 10 044
- Component connectors Accessories 15/30 C 8WH9 040-0BB00 1 10 044

I2_12739
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Terminal size 2.5 mm²

8WH3 000-6AF00

Isolating terminals, terminal size 2.5 mm²
• Gray
• Terminal width 6.2 mm
• Supply data

- Rigid, 0.5 ... 2.5 mm²
- Flexible, 0.5 ... 2.5 mm²
- AWG 20-14
- I = 16 A
- U = 400 V
- Current and voltage are determined by the fitted plug

• More information under Technical specifications

C 8WH3 000-6AF00 1 50 044

Accessories Section Page

• Compartment partitions, for terminal sizes 
1.5 to 2.5 mm² and three clamping points

Accessories 15/29 C 8WH9 070-0KA00 100 50 044

• Lateral mounting test plugs, for terminal width 
6.2 mm

Accessories 15/29 C 8WH9 010-0FB02 1 10 044

• Covers, for terminal size 2.5 mm² and three 
clamping points

Accessories 15/29 C 8WH9 000-2AA00 100 50 044

• Cover segments, for terminal size 2.5 mm² and 
three or four clamping points

Accessories 15/29 C 8WH9 000-0AA00 100 50 044

• Plug-in zone connectors
- Isolating plugs Accessories 15/30 C 8WH9 040-0DB04 1 50 044
- Through-type connectors Accessories 15/30 C 8WH9 020-8AB00 1 50 044
- Fused connectors, without LED display Accessories 15/30 C 8WH9 040-3DB08 1 10 044
- Component connectors Accessories 15/30 C 8WH9 040-0BB00 1 10 044

Accessories
Compartment partitions, for terminal sizes 1.5 to 2.5 mm² and 
three clamping points

C 8WH9 070-0KA00 100 50 044

Lateral mounting test plugs

Versions

• For terminal width 5.2 mm C 8WH9 010-0EB02 1 10 044
• For terminal width 6.2 mm C 8WH9 010-0FB02 1 10 044

Covers

Versions

• For terminal size 1.5 mm² and three clamping points C 8WH9 001-2AA00 100 50 044
• For terminal size 2.5 mm² and three clamping points C 8WH9 000-2AA00 100 50 044

Cover segments

Versions

• For terminal size 1.5 mm² and three or four clamping points C 8WH9 001-0AA00 100 50 044
• For terminal size 2.5 mm² and three or four clamping points C 8WH9 000-0AA00 100 50 044

Version DT Order No. Price 
per PU

PU PS*/
P. unit

PG

Unit(s) Unit(s)
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Plug-in zone connectors

Versions

8WH9 040-0DB04

• Isolating plugs
- Orange

C 8WH9 040-0DB04 1 50 044

8WH9 020-8AB00

• Through-type connectors
- Gray
- Imax: 16 A
- For terminal width 6.2 mm

C 8WH9 020-8AB00 1 50 044

8WH9 040-3DB08

• Fused connectors, without LED display
- Black
- Imax: 6.3 A

C 8WH9 040-3DB08 1 10 044

Note

- G fuse holders must be selected according to the max. power loss 
(heat dissipation) of the G fuse links. Depending on the application 
and installation method, the heating conditions must be tested in 
enclosed fuse holders.

- Higher ambient temperatures add to the load of the fuse links. In 
this case, take the offset of the rated current into account.

8WH9 040-0BB00

• Component connectors
- Imax: 6 A, depending on the power loss of the components, max. 

1 W with single arrangement
- Facility for inscription with ZBF 5

C 8WH9 040-0BB00 1 10 044

Version DT Order No. Price 
per PU

PU PS*/
P. unit

PG

Unit(s) Unit(s)
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■ Technical specifications

1) Cross-sections calculated according to IEC 60439-1 / EN 60439-1 / EN 60439-1 / VDE 0660 Part 500.
2) Steel protective conductor busbars are not permissible for PEN function.

Support rail type Excerpt from IEC 60947-7-2/EN 60947-7-2/
VDE 0611 Part 3

Width Height Thick-
ness

Perforation 
type

Material Surface Rail profile Short-circuit 
strength 
(Cu conductor)

Short-time 
withstand 
current, 1 s

Max. permissi-
ble thermal 
rated current at 
PEN function

mm mm mm mm² 1) kA A

35 7.5 1.5 Non-
perforated

Steel Chromated Standard mounting rail, acc. to 
EN 60715 – 35 x 7.5

16 1.92 1)

35 7.5 1.5 Perforated Steel Chromated Standard mounting rail, acc. to 
EN 60715 – 35 x 7.5

16 1.92 2)

35 7.5 1.5 Non-
perforated

Steel Galvanized Standard mounting rail,
dimensions acc. to 
EN 60715 – 35 x 7.5

16 1.92 2)

35 7.5 1.5 Perforated Steel Galvanized Standard mounting rail,
dimensions acc. to 
EN 60715 – 35 x 7.5

16 1.92 2)

35 7.5 1.5 Non-
perforated

V2A high-grade 
steel

Chromated Standard mounting rail,
dimensions acc. to 
EN 60715 – 35 x 7.5

16 1.92 2)

35 7.5 1.5 Non-
perforated

Copper Chromated Standard mounting rail,
dimensions acc. to 
EN 60715 – 35 x 7.5

50 6.0 150

35 7.5 1.5 Non-
perforated

Aluminum Chromated Standard mounting rail,
dimensions acc. to 
EN 60715 – 35 x 7.5

35 4.2 125

35 15 2.3 Non-
perforated

Steel Chromated Standard mounting rail, acc. to 
EN 60715 – 35 x 15

50 6.0 2)

35 15 1.5 Non-
perforated

Steel Chromated Standard mounting rail, similar 
to EN 60715 – 35 x 15

35 4.2 2)

35 15 1.5 Perforated Steel Chromated Standard mounting rail, similar 
to EN 60715 – 35 x 15

35 4.2 2)

35 15 1.5 Non-
perforated

Steel Galvanized Standard mounting rail, similar 
to EN 60715 – 35 x 15

35 4.2 2)

35 15 1.5 Perforated Steel Galvanized Standard mounting rail, similar 
to EN 60715 – 35 x 15

35 4.2 2)

35 15 1.5 Non-
perforated

Copper Chromated Standard mounting rail, similar 
to EN 60715 – 35 x 15

95 11.4 232

35 15 1.5 Non-
perforated

Aluminum Chromated Standard mounting rail, similar 
to EN 60715 – 35 x 15

70 8.4 192
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