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Terminal size 16 mm²

8WH1 001-0BK01

Neutral isolating screw terminals, terminal size 16 mm²
• Width 12 mm
• Blue

C 8WH1 001-0BK01 1 50 044

Accessories Section Page

Covers, for screw terminals Accessories 14/12 C 8WH9 005-3PA00 100 50 044

Terminal size 35 mm²

8WH1 001-0BM01

Neutral isolating screw terminals, terminal size 35 mm²
• Width 16 mm
• Enclosed at both ends
• Blue

C 8WH1 001-0BM01 1 50 044

Accessories

8WH9 005-3PA00

Covers, for screw terminals 
• 10/16 mm2

• Width 2 mm
• Gray

C 8WH9 005-3PA00 100 50 044

8WH9 126-0BA01

Terminals
Blue

Versions

• To 16 mm2, width: 10.3 mm C 8WH9 126-0BA01 1 50 044
• To 35 mm2, width: 14.4 mm, closed at both ends C 8WH9 127-0BA01 1 50 044

8WA2 842

Neutral busbars 10 mm x 3 mm
• Tin-plated
• 1000 mm long

A 8WA2 842 1 1 041

Version DT Order No. Price 
per PU

PU PS*/
P. unit

PG

Unit(s) Unit(s)
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■ Overview

The three-tier plug-in terminals offer optimum operating charac-
teristics for modern building installations. The plug-in terminal al-
lows the tool-free wiring of solid conductors.

These terminals can be used interconnected with the neutral 
busbar 10 × 3 mm.

Note: Only Cu busbars must be used. 

Thanks to their compact design, the three-tier terminals can be 
installed in all types of building distribution boards. A load circuit 
can be wired quickly and easily, for example, with a 5.2 mm nar-
row installation terminal with terminal size 2.5 mm² and PE/L/NT 
terminals.

The double bridge slots support a multitude of individual switch-
ing tasks. This also means it is practical and convenient to make 
subsequent modifications to the installation.

■ Technical specifications

8WH4 001-0AF00 
8WH4 001-4DF00 
8WH4 001-4CF00

8WH4 001-0HF00 
8WH4 001-0EF00 
8WH4 001-4GF00 
8WH4 001-4NF00 
8WH4 001-4PF00 
8WH4 001-4MF00

8WH4 001-4FF00

Dimensions

• Width / length / width of cover in mm 5.5 / 99.5 / 2.2
• Height (TS 35/7.5 / TS 35/15) in mm 50.5 / 58
Technical specifications acc. to IEC/DIN VDE

• Max. load current in A / cross-section in mm² 24 / 4 20 / 4
• Current carrying capacity of the neutral busbar in A -- 140
• Rated impulse withstand voltage in kV / pollution degree 6 / 3 4 / 3 (potential / frame)

6 / 3 (potential / potential)

• Overvoltage category / insulating group III / I

Connection capacities

• Flexible with end sleeve with plastic sleeve in mm² 0.25 ... 2.5
• Flexible with end sleeve without plastic sleeve in mm² 0.25 ... 2.5
• Flexible with TWIN end sleeve with plastic sleeve in mm² 0.5

Stripped length without insulation stop sleeve
(no insulation stop sleeves should be used when using end sleeves)

9

Stripped length with insulation stop sleeve
(no insulation stop sleeves should be used when using end sleeves)

14

Plug gage (IEC 60947-1) A3
Insulation type PA
• Flammability class acc. to UL 94 V0
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■ Selection and ordering data

Version DT Order No. Price 
per PU

PU PS*/
P. unit

PG

Unit(s) Unit(s)

Terminal size 2.5 mm²

8WH4 001-0AF00

8WH4 001-4DF00

8WH4 001-4HF00

8WH4 001-4FF00

Installation terminals, terminal size 2.5 mm², standard version for 
neutral busbar
• Gray
• Terminal width 5.2 mm
• IEC 60947-7-1 (for versions L - L/L - L/N)

- Rigid, 0.25 ... 4 mm²
- Flexible, 0.25 ... 4 mm²
- AWG 22-12
- I = 24 A
- U = 400 V, phase conductor/phase conductor

• DIN VDE 0611 (for versions PE/L/L - PE/L/N)
- Rigid, 0.25 ... 4 mm²
- Flexible, 0.25 ... 4 mm²
- AWG 22-12
- I = 24 A
- U = 400 V, phase conductor/phase conductor
- U = 250 V, phase conductor/PE

• DIN VDE 0611 (for versions PE/L/NT)
- Rigid, 0.25 ... 4 mm²
- Flexible, 0.25 ... 4 mm²
- AWG 22-12
- I = 20 A
- U = 400 V, phase conductor/phase conductor
- U = 250 V, phase conductor/PE
- U = 250 V, phase conductor/N

Versions

• L A 8WH4 001-0AF00 1 50 044
• L/L A 8WH4 001-4DF00 1 50 044
• L/N A 8WH4 001-4CF00 1 50 044

• PE/L/L A 8WH4 001-4HF00 1 50 044
• PE/L/N A 8WH4 001-4EF00 1 50 044
• PE/L/NT A 8WH4 001-4FF00 1 50 044

Accessories Section Page

• Support brackets, for terminal size 2.5 mm² Accessories 14/15 C 8WH9 141-0AF01 1 50 044
• Covers, for terminal size 2.5 mm² Accessories 14/15 A 8WH9 000-3WA00 100 50 044
• Neutral busbar 10 mm x 3 mm Accessories 14/15 A 8WA2 842 1 1 041

8WH4 001-4GF00

Installation terminals, terminal size 2.5 mm², with isolating link
• Gray
• Terminal width 5.2 mm
• DIN VDE 0611

- Rigid, 0.25 ... 4 mm²
- Flexible, 0.25 ... 4 mm²
- AWG 22-12
- I = 24 A
- U = 400 V, phase conductor/phase conductor
- U = 250 V, phase conductor/PE
- U = 250 V, phase conductor/N

• Upper tier
- Rigid, 0.25 ... 4 mm²
- Flexible, 0.25 ... 4 mm²
- AWG 22-12
- I = 16 A
- U = 400 V, phase conductor/phase conductor
- U = 250 V, phase conductor/PE
- U = 250 V, phase conductor/N

Versions

• PE/L/N isolating blade A 8WH4 001-4GF00 1 50 044
• PE/L/L isolating blade A 8WH4 001-4NF00 1 50 044

Accessories Section Page

Covers, for terminal size 2.5 mm² and isolating 
terminal in same contour

Accessories 14/15 A 8WH9 000-6WA00 100 50 044
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8WH4 001-4PF00

Installation terminals, terminal size 2.5 mm²,
for isolating function
• Gray
• Terminal width 5.2 mm
• DIN VDE 0611

- Rigid, 0.25 ... 4 mm²
- Flexible, 0.25 ... 4 mm²
- AWG 22-12
- I = 24 A
- U = 400 V, phase conductor/phase conductor
- U = 250 V, phase conductor/PE

• Upper tier
- Rigid, 0.25 ... 4 mm²
- Flexible, 0.25 ... 4 mm²
- AWG 22-12
- I = 16 A
- U = 400 V, phase conductor/phase conductor
- U = 250 V, phase conductor/PE

Versions

• PE/L/L A 8WH4 001-4PF00 1 50 044
• PE/L/L isolation A 8WH4 001-4MF00 1 50 044

Accessories Section Page

Covers, for terminal size 2.5 mm² and isolating 
terminal in same contour

Accessories 14/15 A 8WH9 000-6WA00 100 50 044

Accessories

8WH9 141-0AF01

Support brackets, for terminal size 2.5 mm²
• For holding the neutral busbar
• To be placed every 20 cm
• 2 mm wide

C 8WH9 141-0AF01 1 50 044

8WH9 000-3WA00

Covers, for terminal size 2.5 mm² 
Gray

A 8WH9 000-3WA00 100 50 044

8WH9 000-6WA00

Covers, for terminal size 2.5 mm² and isolating terminal in same 
contour
Gray

A 8WH9 000-6WA00 100 50 044

8WA2 867/8WA2 868/
8WA2 870

Feeder terminals, for neutral busbars
• 6 × 6 mm and 10 × 3 mm
• Bare

Versions

• Rated uninterrupted current 32 A, for connection of up to 4 mm2 C 8WA2 867 1 50 041
• Rated uninterrupted current 76 A, for connection of up to 25 mm2 C 8WA2 868 1 50 041
• Rated uninterrupted current 125 A, for connection of up to 35 mm2 C 8WA2 870 1 50 041

8WA2 842

Neutral busbars, 10 mm x 3 mm
• Tin-plated
• 1000 mm long

A 8WA2 842 1 1 041

8WH9 010-0JB00

Test adapters
• For 4 mm ∅ PS test plugs and 4 mm ∅ safety test plugs
• Makes contact in the bridge slot

C 8WH9 010-0JB00 1 10 044

Version DT Order No. Price 
per PU

PU PS*/
P. unit

PG

Unit(s) Unit(s)
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■ Technical specifications

1) Cross-sections calculated according to IEC 60439-1 / EN 60439-1 / EN 60439-1 / VDE 0660 Part 500.
2) Steel protective conductor busbars are not permissible for PEN function.

Support rail type Excerpt from IEC 60947-7-2/EN 60947-7-2/
VDE 0611 Part 3

Width Height Thick-
ness

Perforation 
type

Material Surface Rail profile Short-circuit 
strength 
(Cu conductor)

Short-time 
withstand 
current, 1 s

Max. permissi-
ble thermal 
rated current at 
PEN function

mm mm mm mm² 1) kA A

35 7.5 1.5 Non-
perforated

Steel Chromated Standard mounting rail, acc. to 
EN 60715 – 35 x 7.5

16 1.92 1)

35 7.5 1.5 Perforated Steel Chromated Standard mounting rail, acc. to 
EN 60715 – 35 x 7.5

16 1.92 2)

35 7.5 1.5 Non-
perforated

Steel Galvanized Standard mounting rail,
dimensions acc. to 
EN 60715 – 35 x 7.5

16 1.92 2)

35 7.5 1.5 Perforated Steel Galvanized Standard mounting rail,
dimensions acc. to 
EN 60715 – 35 x 7.5

16 1.92 2)

35 7.5 1.5 Non-
perforated

V2A high-grade 
steel

Chromated Standard mounting rail,
dimensions acc. to 
EN 60715 – 35 x 7.5

16 1.92 2)

35 7.5 1.5 Non-
perforated

Copper Chromated Standard mounting rail,
dimensions acc. to 
EN 60715 – 35 x 7.5

50 6.0 150

35 7.5 1.5 Non-
perforated

Aluminum Chromated Standard mounting rail,
dimensions acc. to 
EN 60715 – 35 x 7.5

35 4.2 125

35 15 2.3 Non-
perforated

Steel Chromated Standard mounting rail, acc. to 
EN 60715 – 35 x 15

50 6.0 2)

35 15 1.5 Non-
perforated

Steel Chromated Standard mounting rail, similar 
to EN 60715 – 35 x 15

35 4.2 2)

35 15 1.5 Perforated Steel Chromated Standard mounting rail, similar 
to EN 60715 – 35 x 15

35 4.2 2)

35 15 1.5 Non-
perforated

Steel Galvanized Standard mounting rail, similar 
to EN 60715 – 35 x 15

35 4.2 2)

35 15 1.5 Perforated Steel Galvanized Standard mounting rail, similar 
to EN 60715 – 35 x 15

35 4.2 2)

35 15 1.5 Non-
perforated

Copper Chromated Standard mounting rail, similar 
to EN 60715 – 35 x 15

95 11.4 232

35 15 1.5 Non-
perforated

Aluminum Chromated Standard mounting rail, similar 
to EN 60715 – 35 x 15

70 8.4 192
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